
Applications
• Personal Vehicle
• Bus/train
• Taxi
• Police vehicle

Specially design for vehicle use.
• 1 DIN size with easy access buttons 
  at front panel
• Fulill vehicle environment specifications.

Rugged automotive Connector
• Secure/Reliable connector for transportation    
  standard
• Hassle free cable management 

Windows O/S
• Microsoft Windows XP
• Support any other Windows based software  

Graphic User's Interface
• Support media !les playback
• Support music !les playback
• Support 3rd part software accessing

Support GPS antenna
• USB external GPS receiver accesory.
• Navigation GUI.

Wireless Network
• PCMCIA socket

Intelligent Power Supply

• Smart power control system

• Power on/off vehicle ready system

Features
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Support 3G wireless adaptors• • Ambulance.
• Fire stopper trucks.

The VPC1000 is the first reliable personal computer
ready to operate in the vehicle environment in 1din size.
The wide temperature range, operating vibration and
sock parameters, makes the VPC1000 fully suitable

to work in the harsh transportation environment.
As a multimedia and entertaintment device, the 
VPC1000 drives two independient VGA displays,
to keep the navigation system working while enjoy
music or a movie in the same time.
For professional customers as taxi or cuouriers,
the VPC1000 can run any windows XP application,
as database client, document writting,pdf reading...
In short, the VPC1000 is a fully featured PC ready
for your vehicle entertaintment or work.

Introducction



Drawing

HDD080 : 80G 2.5" HDD (non-wide range temp.)

HDD120 : 120G 2.5" HDD (non-wide range temp.)

HDD160 : 160G 2.5" HDD (non-wide range temp.)

USB TV : USB DVB-T TV Receiver

BLUETOOTH : USB Blue tooth Device

USB WLAN : USB 802.11b/g WiFi LAN Card

Optional Accessories

 
VPC1000 Rugged Vehicle PC 1 DIN

CPU Intel Celeron M 1.5GHz

RAM 512MB

Operating System Windows XP 

Software

Storage 2.5" Internal 40 GB automotive HDD (-30ºC ~ +85ºC)

I/O Connection

Front Panel

• 1 x DVD ROM
• 1 x SD/MMC Card Reader
• 1 x PCMCIA Slot 
• 2 x USB Port

Front Access Buttons

• 1 x Power On/Off Switch with volume controller
• 6 x Access Keys (Up, Down, Left, Right, Menu, and Enter)
• 1 x DVD/CD-R ROM Ejector
• 1 x Hold Button

Back Panel:

• 2 x USB Ports
• 2 x VGA Ports - Support Dual Independent Display
• 1 x Audio Out (Left & Right)
• 1 x Power Connector

LED Indicators:
• Power LED: While ACC on, there's only "power button" LED on.
• HDD/CF LED: Storage Read/Write : Orange color blinking
• Hold LED: While ACC on, Orange LED turns on.

Connector Type Rugged Automotive Connecting System

GPS SiRF Star III GPS chipset and an active patch antenna

Enclosure Sheet Metal (SECC) 

Relative Humidity 5% ~ 90%

Operating Temperature -20ºC ~ +70ºC

Storage Temperature -30ºC ~ +85ºC

Shock 80G(Non-operating) , 20G Operating

Vibration 2.0G, 5~500Hz

Power Requirement 12VDC @ 2.28A / 24VDC @ 1.15A

Power Consumption 28W Average.

Certi•cation E9

Dimension 190mm (W) x 50mm (H) x 180mm(L) / 7.4” x 2” x 7”

Net Weight 2.5Kg

Patent Patent pending

Speci!cation

•
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