
Features

Car Stereo
• 50W x 4  Amp output
• FM and AM radio tuner supported
• 12 preset station for FM 
• 6 preset station for AM

Introduction
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VPC2000

The VPC2000 is the first reliable personal computer
ready to operate in the vehicle environment in 2din size.
The wide temperature range, operating vibration and
sock parameters, makes the VPC2000 fully suitable

to work in the harsh transportation environment.
As a multimedia and entertaintment device, the 
VPC2000 drives two independient VGA displays,
to keep the navigation system working while enjoy
music or a movie in the same time.
For professional customers as taxi or cuouriers,
the VPC2000 can run any windows XP application,
as database client, document writting,pdf reading...
The VPC2000 audio amplifier allows to enjoy your
prefered music and movies without external amplifier.

Applications
• Personal Vehicle
• Bus/train
• Taxi
• Police vehicle
• Ambulance.
• Fire stopper trucks.

Specially design for vehicle use.
• 2 DIN size with easy access buttons 
  at front panel
• Fulill vehicle environment specifications.

Rugged automotive Connector
• Secure/Reliable connector for transportation    
  standard
• Hassle free cable management 

Windows O/S
• Microsoft Windows XP
• Support any other Windows based software  

Graphic User's Interface
• Support media !les playback
• Support music !les playback
• Support 3rd part software accessing

Support GPS antenna
• USB external GPS receiver accesory.
• Navigation GUI.

Intelligent Power Supply

• Smart power control system

• Power on/off vehicle ready system



VPC 2000 Vehicle PC, 2 Din solution

CPU Intel Celeron M 1.0GHz

RAM 512MB

Operating System Windows XP 

Software

Storage 2.5" Internal 40 GB wide temperature HDD (-30!C ~ +85!C)

I/O Connection

Front Panel
• 1 x DVD ROM
• 1 x USB Port
• 1 x Mic. In

Front Access Buttons

• 1 x Power On/Off Switch
• 3 x Selecting Keys
• 1 x Volume Control (Up & Down)
• 1 x Tuner Scanning Control (Up & Down)
• 1 x Reset/PC Power/Power Hold Button
• 1 x Screen Off Only Button
• 6 x Access Key

Back Panel

• 1 x VGA Output (For 2nd external  Display)
• 3 x USB Port
• 1 x Composite Video Input (Reverse Parking Camera)
• 1 x AUX Input (Audio & Video)
• 1 x Standard Car Stereo Connection leads Set

LCD Panel

• 7 inch Screen Size (diag.)
• 16:9 Aspect
• Touch Panel Operation
• Wide Range Temperature -30!C~+85!C 

Audio

• 50W x 4 Max. Power Output
• 4 ohms Speaker Impedance
• Bass / Treble Control
• Balance / Fader Control
• 2V rms (0dB), 600 ohms Output Level

Radio
• Auto Scan Radio Station
• 12FM / 6AM Station Presets

Connector Type

External case Sheet Metal (SECC) 

Relative Humidity 5% ~ 90%

Operating Temperature -20!C ~ +70!C

Storage Temperature -30!C ~ +85!C

Shock

Vibration 2.0G, 5~500Hz

Power Requirement 12VDC @ 3A / 24VDC @1.5A

Power Consumption 36W Average.

Dimension 7” x 3.875” x 6.5”  / 175mm x 100mm x177 mm

Net Weight 3.5Kg

ZZ-DS0801-VPC55E04

Speci#cation

Optional Accessories
HDD080    : 80GB 2.5" HDD (non-wide range temp.)
HDD120     : 120GB 2.5" HDD (non-wide range temp.)
HDD160     : 160GB 2.5" HDD (non-wide range temp.)
BLUETOOTH: USB Blue tooth Device
USBTV          : USB DVB-T TV Device
USBWIFI       : USB 802.11b/g WiFi LAN Card
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Rugged Automotive Connecting System

80G(Non-operating) , 20G Operating

CarPC software


